Self-propelled Scissor lift

10,00 m Working height | 6 I
1,15 m Total width

indoor + outdoor

PB S100-12EN IB

Technical specifications

Working height Platform extension
g I 10,00 m ? (scissors) 0.90 m
g[ Platform height 8,00 m .,g%/u Gradeability 25 0
i i [=====] -
% Lift capacity 450 kg _:_-_t Speed - stowed 4,00 km/h
Lift capacity platform § Speed - raised
% extension 113 kg - 0,80 km/h
% Total length 2,48 m -ﬁl Drive type Electro-direct drive
E Total width 1.15m Battery capacity 200 Ah
IE Total height 232m # Area of application indoor + outdoor
@ Turning radius 250m % People indoor )
outside ’
= i a
Transport height 178m % People outdoor 1
@ Total weight 2655 kg %4 Drivable at full height Ves
Product description Product diagram
* The sensitive proportional control for driving, lifting and lowering makes the _
work for the operator as pleasant and efficient as possible -—2.27m—-'

« The efficient electro-direct drive ensures even during long work efforts
sufficient power reserves

« As standard with a generous 0,9 m platform extension and foldable rails for a
variety of applications

« With an impressive load capacity of 450 kg the scissor lift is predestinated for
installation-, mounting- and maintenance work — whether in indoor or outdoor
use

10,00 m
800m ——

]-— 232m —

We reserve the right to make technical changes / improvements.
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