PB DAVID 10 EZ

Self-propelled vertical mast lift
10,00 m Working height

1,00 m Total width

indoor + outdoor

Technical specifications

g[ Working height 10,00 m ? i
g[ Platform height 8,00 m .,g%/u Gradeability 25 0
i i [=====] -
% Lift capacity 200kg - Speed - stowed 4,50 km/h
Lift capacity platform § Speed - raised
% oxtension 13kg & 0,50 km/h
% Total length 270 m .ﬁ. Drive type i
E Total width 1,00 m Battery capacity 240 Ah
IE Total height 1,99 m # Area of application indoor + outdoor
@ Turning radius % People indoor
. 1,61 m 2
outside
= i a
Transport height 1.99m % People outdoor 1
@ Total weight 2670 kg %4 Drivable at full height Ves
Product description Product diagram
L[]
Compact dimensions: With a length of just 2.70 m and awidth of 0.99 T |~ ™ 06m—
m, perfectly suited for confined working areas — both indoors and

outdoors.

High performance: Offers up to 10.0 m working height and 200 kg
lifting capacity, ideal for a wide range of maintenance, installation, and
assembly tasks.

10,00 m

Driveable at full height: Relocation on site is possible without lowering
the platform — saving time and increasing efficiency.

Maximum flexibility: 3.00 m horizontal outreach and 360° rotation
provide effortless access and precise positioning in any direction.

We reserve the right to make technical changes / improvements.
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